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NOTES

1 BY PROTECTING THE PRESENT ROAD ELEVATION WITHIN THE SCOPE OF THE PROJECT A 10*10*10 GRANITE CUBBLE STONE ROAD WILL BE WITH A HERRINGIVIODE
SHAPE BY GIVING IT A 5%SLOPE. ,

2. BEFORE STARTING WITH THE ROAD WORKS, BY MAKING ALL GROUND CONSTRUCTION WORKS AT THESE NEIGHBOURHOODS NOT CAUSING DAMAGE TO THE ROADS
LATER ON IS THE RESPONSIBILITY OF THE REEVE. 1 ;

3. THE GRANITE CUBE STONE THAT WILL BE MADE ON THE ROADS AT THE PLACES SEEN FIT BY THE ADMINITRATION IN ACCORDANCE WITH THE PROJECT THE Q300
- CORRUGATED PIPE PROTECTION IS WITHIN THE SCOPE OF THE PROJECT.

4. UNDERNEATH' THE GRANITE CUBE STONE ROAD, A STEEL MESH CONCRETE COATING AS SPECIFIED IN THE DETAILS WILL BE MADE.

5. THE GRANITE RAIN GUTTER ON THE GRANITE CUBE STONE ROAD SIDES ACCORDING TO SPECIFICATIONS AND SHAPES AS MENTIONED IN THE DETAILS SHOULD BE
HORIZONTAL BASSALT CURB, AS A CLOSING WORKING TOOL ON THE CURB SIDES AND ALL ROAD SIDES. THESE CURB SHOULD BE IN A MANNER WHERE THEY WILL NOT
BE AN OBSTACLE FOR VEHICLES TO ENTER AND EXIT THE ROAD AND STRONG PLACING IS THE RESPONSIBILITY OF THE CONTRACTOR.

6. GETTING THE APPROVAL OF THE VIEWING AREA ISLAND 102 PARCEL 2, 1S THE RESPONSIBILITY OF THE CONTRACTOR.

7. THE NAVIGATION AREA MADE ON ISLAND 102 PARCEL 2 BY TAKING QUOTA +-0 ON THE NEIGHBOUR ROAD, WITH A 5% SLOPE BY BEGINNING ON +-0 QUOTA.

8. THREE SIDES OF THE VIEWING AREA MADE ON ISLAND 102 PARCEL 2 WILL BE COVERED WITH WOODEN SAFETY RAIL AS MENTIONED IN THE PROJECT DETAILS.

9.  WITHIN THE PROJECT AREA, AFTER THE APROVAL FROM THE ADMINISTRATION AND CONSTRUCTION SUPERVISOR COMMITEE, AS MENTIONED IN THE SPECIAL

TECHNICAL SPECIFICATIONS, 10 UNIT OF WOODEN GUIDANCE SIGNBOARDS AT THE VILLAGE SQUARE AND NAVIGATION AREA, 10 UNIT OF GARBAGE BIN, 10 UNIT
WOODEN BANKS AND PLACING 73 UNIT OF WOODEN FLOWERPOTS WITH PLANT IS WITHIN THE SCOPE OF THE WORK PROJECT.
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